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Out of the hundreds of loudspeaker manufacturers, Yamaha is the only 
one that also makes musical instruments. Yamaha audio components and 
speakers, can be found in the homes and recording studios of audiophiles 
and industry professionals alike. No other company is as intimately 
involved with the production and reproduction of fine music. 

The pro monitor speakers were designed for durability and reliable sound 
performance. Designed for use in multi purpose locations such as dorm 
rooms, small P.A. systems, DJ systems, garages, etc. The speakers are 
equipped with handles for portability. 

The compression horn tweeter and high compliance long throw drivers 
have been designed for rugged long term use. The ACX Dura-Finish cab- 
inet provides solid performance and reliability. Take the speakers on the 
road, whether it be for parties, picnics, etc. These speakers will perform 
well in almost any environment. The speakers incorporate gold plated 
5-way binding posts for flexible connection to your receiver/amplifier. 



IMPORTANT: 

Please record the serial number of your unit in the space below. 
Model: 



Serial No._ 



The serial number is located on the rear of the unit. 

Retain this Owner's Manual in a safe place for future reference. 



CAUTIONS: 
READ THIS BEFORE OPERATING YOUR UNIT 



• Do not place the speakers where they are liable to be knocked over or exposed to 
falling objects. Furthermore, stable placement will also ensure good sound. 

• Placing the speakers on the same stand or shelf as the turntable can cause howling. 

• Lower the power amplifier/receiver volume before changing input sources. Never 
change input sources (for example, FM to CD) at high listening levels. Always turn the 
receiver/amplifier unit off when installing or removing input cables. 

• Never touch the speaker units (drivers) with your hands or expose them to excessive 
shock. If they are dented or bent, the sound will be distorted as well. 

• When an amplifier with a rated output power higher than the recommended power of 
the speaker system is used, care should be taken never to exceed the speaker's maxi- 
mum power input. 

• Anytime you note distortion, reduce the volume control on your power amplifier/receiver 
to a lower setting. Never allow your power amplifier/receiver to be driven into "clipping". 

• Connections to the amplifier speaker terminals depend on the particular amplifier you 
are using. Please check the amplifier's owner's manual before making speaker connec- 
tions. 

• To avoid any damage to the speaker system or amplifier, make sure to turn off the 
power of the amplifier when making speaker connections. 

• These speakers are not magnetically shielded. Placing the speaker too close to a TV 
set might impair the picture colors. Should this happen, place the speaker(s) further 
away from the TV set. 



TYPE OF AMPLIFIER / RECEIVER 



These Natural Sound Home Theater Entertainment Speakers are designed to compli- 
ment any of Yamaha's receivers or amplifiers. 

To assure low distortion on program peaks, the amplifier or receiver should be capable 
of delivering at least 10 watts (continuous sine-wave power) per channel. These speakers 
can be used safely with amplifiers rated at up to the maximum wattage shown in the spec- 
ifications table. 

Amplifiers rated at higher than the recommended maximum power per channel may be 
used with care. Program material is not a continuous sine-wave input, and even with a 
100 watt amplifier, average levels will remain somewhere between 1/10-watt and 10 watts. 
If you do use a large amplifier, be careful never to change input sources before reducing 
the volume level to prevent transients from damaging your speaker. 



CONNECTIONS TO THE AMPLIFIER 



• Before making connections, make sure that the receiver/amplifier is switched off. 
■ CONNECTIONS FOR SINGLE PAIR OF SPEAKER CABLES (WIRES) 

Note: 10 feet of speaker cable is supplied for each speaker. However, for longer cable 
needs (up to 20 feet), it is recommended to use a minimum of 14 gauge high quality 
speaker cable/wire. Please consult your retailer for your particular installation require- 
ments. 

• Using speaker cable, connect the output terminals of the receiver/amplifier and the 
input terminal of the speakers. 

• Connect the (+) terminals on both receiver/amplifier and speaker. 
Connect the (-) terminals on both receiver/amplifier and speaker. 

• Reversing polarity (+/-) will result in unnatural sound reproduction. 



PROCEDURE 



1 . Loosen the speaker terminals by 
turning the knobs counterclock- 
wise. 

2. Insert the lead portions of the 
speaker cable into the terminal 
holes. 

3. Tighten the speaker terminals by 
turning the knobs clockwise. 

4. Lightly pull the speaker cable to 
make sure connections are 
secure. 

5. Repeat for all cables. (Note: For 
receiver/amplifier connections, 
please refer to the proper 
owners' manuals.) 



■ PHONE PLUG WIRING 

The input terminals for this unit 
also include 1/4" phone jacks. 
Connect the speaker leads as 
shown in this diagram. 



Caution: When connecting 
the speakers use speaker 
hookup wire or, 1/4" phone 
jack cable. Do not connect 
both inputs of one s peaker 
to the amplilier/receiver. 



Make sure the lead 
portions of the 
speaker 
cable are 
not ex- 
posed out- 
side of the 
connectors.. 




Speaker oulput 
terminal of the 
amplifier 



® 






















$ 9 



Caution: Use only unshielded speaker cable with stranded conductors to connect speakers to 
the speaker terminals on a power amplifier. The use of audio cable not rated as sufficient tor the 
amplifier's maximum output level can create a potential fire hazard 



2. 



SPECIFICATIONS 



MODEL 


NS-AM100 


NS-AM200 


Type 


2 way Acoustic Suspension Bookshelf 


3 way Acoustic Suspension Bookshelf 


Drivers: 
Woofer 


8" Laminated Long Throw Woofer 
with Rubber Surround 


12" Laminated Long Throw Woofer 
with Rubber Surround 


Mid Range 




4 1/4" Laminated Long Throw Mid Range 
with Rubber Surround 


Tweeter 


1" Throat Compression Horn 


1" Throat Compression Horn 


Frequency Response (-10dB) 


45 Hz - 20 KHz 


40 Hz - 20 KHz 


Impedance 


6 Ohms 


6 Ohms 


Nominal Input 


70 Watts 


90 Watts 


Maximum Input 


210 Watts 


270 Watts 


Sensitivity (dB/2.83V, 1m) 


92 


92 


Crossover Frequency 


5 KHz (12dB/Octave) 


1 KHz, 5 KHz (12dB/Octave) 


Dimensions (HxWxD inches) 


16 1/2 x 10 1/4 x 12 7/8 


22 1/2 x 15 1/4 x 17 7/8 


Weight 


25 lbs., 8 oz. 


49 lbs. 


Finish 


ACX Dura-Finish, Textured Black 


ACX Dura-Finish, Textured Black 


Accessories 


10' Speaker Cable 


10' Speaker Cable 



Specifications subject to change without notice due to product improvements. 
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For Model NS-AM200 the recommended bracket part number is 
TRC 121 U-Bracket, and may be ordered from: 

Allen Products Company, Inc. 
1635 E. Burnett Street 
Signal Hill, CA 90806 
USA 800-4APC-INC toll free 



267532 



